WSSB WSSB-V SERIES

1S0:

1T REF w Rillendurchmesser Material RoHS | ggop | Radialfreiraum
WSSB-4V 0301 0531 15 0.25 0.625 0437 0327 0.564 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-3V 0301 0531 15 0.19 0625 0437 0327 0.564 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-16V 1275 1875 12 1 2125 1375 1005 2.003 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-14V 1.061 1375 6 0.875 1625 0.875 0.755 1503 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-12V 0.892 125 13 075 1375 0.875 0.63 1253 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-10V 0752 1.062 12 0.625 11875 075 0.567 1.089 Inch Steel 20°t080°C | Compliant | Compliant | Standard
‘WSSB-5V/ 0.401 0.593 14 0.3125 0.6875 0.437 0.317 0.627 Inch Steel -20° to 80° C Compliant | Compliant Standard
WSSB-6V 0471 0.687 8 0375 0.8125 05 0.406 0714 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-7V 0542 0781 10 04375 0.9375 0562 0.442 0.839 Inch Steel 20°t080°C | Compliant | Compliant | Standard
WSSB-8V 0612 0.875 9 05 1 0625 0.505 0.902 Inch Steel 20°t080°C | Compliant | Compliant | Standard
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