Produktnummer

CR-1-3/4-XB-SS
CR-1-5/8-XB-SS
CR-1-1/2-XB-SS
CR-1-3/8-XB-SS
CR-1-1/4-XB-SS
CR-1-1/8-XB-SS
CR-1-XB-SS
CR-7/8-XB-SS
CR-3/4-XB-SS
CR-5/8-XB-SS
CR-1/2-XB-SS
CR-1-7/8-XB-SS
CR-2-XB-SS
CR-2-1/4-XB-SS
CR-2-1/2-XB-SS
CR-2-3/4-XB-SS

CR-3-XB-SS

Roller
Dia

1.750"
1.625"
1.500"
1.375"
1.250"
1.125"
1.000"
0.875"
0.750"
0.625"
0.500"
1.875"
2.000"
2.250"
2.500"
2.750"

3.000"

Stainless Steel Stud Style Inch Cam Follower

Walzenbreite

1.000"
0.875"
0.875"
0.750"
0.750"
0.625"
0.625"
0.500"
0.500"
0.4375"
0.375"
1.000"
1.250"
1.250"
1.500"
1.500"

1.750"

Stud
Dia

0.750"
0.625"
0.625"
0.500"
0.500"
0.4375"
0.4375"
0.375"
0.375"
0.250"
0.190"
0.750"
0.875"
0.875"
1.000"
1.000"

1.250"

Noppenlange

1.750"
1.500"
1.500"
1.250"
1.250"
1.000"
1.000"
0.875"
0.875"
0.750"
0.625"
1.750"
2.000"
2.000"
2.250"
2.250"

2.500"

Dynamische
Lastangabgabe

4470 lbs
3390 lbs
3390 Ibs
2750 lbs
2750 lbs
1560 lbs
1560 1bs
1245 1bs
1245 1bs
695 lbs
475 1bs
4470 1bs
5660 lbs
5660 lbs
7959 lbs
7959 lbs

10486 lbs

Material

Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless
Stainless

Stainless

Precision

ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1
ABEC-1

ABEC-1

Rohs | Warranty

YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES
YES

YES

1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year
1 Year

1 Year
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